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Selective Laser Sintering (SLS) Quickparts Advantage
Selective Laser Sintering (SLS) uses a CO2 laser to sinter powder- : Instant SLS Quotes: Upload your 3D
based materials together, layer-by-layer, to form a solid model. The i G0 DAl SuTne yadk st 6peds

system consists of a CO2 laser, part chamber, and control system. GOE-AGuDtE JeInstantly FreEsnien.

Latest 3D Systems machine: Parts

The part chamber consists of a build platform, powder cartridge and made from sPRO, Sinterstation HiQ.
leveling roller. A thin layer of build material is spread across the :

platform where the laser traces a two-dimensional cross section of Fast Time-to-Market: Standard lead
the part, sintering the material together. The platform the descends i  timefor SLS parts is 3-5 days.

one layer, and the leveling roller pushes material from the powder

: : i’ Overnight Delivery: Shipments are via
cartridge across the build platform, where the next cross section is . ohe il

FedEx Priority Overnight, unless

sintered to the previous. This continues until the part is completed. otherwise specified.
Once the model is complete, it is removed from the part chamber Commitment to Service: Dedicated
and finished by removing any loose material and smoothing the : Project Managers to take you from

visible surfaces. design to prototype to production.

Generating an instant SLS quote at Quickparts is a simple Highlights
4-step process: :
: Ideal for durable, functional parts with
1. Login to your Quickparts account. i avariety of applications. Capable of
(If you are not already registered, registration is free and easy : Enmd.“c'"g sRanfitaaRd IMng hinges.
: aximum dimensions for instant
at Qurckpaﬁs.com) : quote: VX VX v
2. Upload 3D CAD files. : In the x and y axes, standard tolerances
3. Select the units, materials, finish (8 : are +/-0.005” for the first inch and +/-
and quantity for your custom part. X, 0.003” for each additional inch. In the z
4. Click the “Create Quote” button. height (vertical), standard tolerances are
QuickQuote will calculate and +/-0.01” for the first inch and +/-0.003”

: = on every inch thereafter.
instantly present a custom binding SIS Friataral alalnes Malde:

quote for the manufacture of your part. T VION ' IASS &IUED . VION $ URBIE
Go Claws for FlexTrax . YION AND &IAME 2 ETARDANT. YION
: Layer Thickness: 0.004”.
Good choice for high-heat and
chemically resistant applications.
Samples available upon request.

Contact Information

301 Perimeter Center North
Atlanta, GA 30346

Phone: 770.901.3200

Fax: 770.901.3240

Email: gphelp@quickparts.com
Website: www.quickparts.com




